DAIHAN™ Digital Fuzzy-Control Autoclave “MaXterile™”, I. Recorder-type(Built-in Recorder) & II. Standard-type(w,/o Recorder)

With PED Certified @ 3.0mm Thick-Tank, Max.2 kgf/cm?, Electronic Door Lock System, 47 - 60 - 80 - 100 Lit, Up to 132°C

Lever-type Sliding Door, Steam Condensing, Solid-/Liquid-Models, XIS 12 A8 BHI/SEZ Y012, 14 =0f 22 AIAH
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= Supplied by DAIHAN Korea

® CE and PED Certified

Specifications & Ordering information

® PL (Product Liability) Insurance
= With Certificate & Traceability ; Controlled by Serial Number, Certificate,
Delivery-Information, and Traceable Data Base System
® Patented Special Steam Condensing Mechanism, Lever-Type Sliding Door
® Built in New Generation Controller ; Patented Jog-Dial Control System
= Electronic Door Lock Sensing System for User Safety ;
Door Open Button Automatically Lock Over 80 C for User Safety
® I. Recorder-Type Model (Only MaXterile 47R - 60R - 80R - 100R Models) ;
Print Sterilization Cycle Data for Validation and Analyze Sterilization
(Date, Temperature, Pressure, Time, Error Status, efc.)
* |deal for Biotechnology, Clinical, Environmental, Medical and Food Industry.
* Digital Timer Function - 'Delay Time' and 'Operation Time' can be Controlled.
* Water Low Level Detection
+ Automatic Cver Pressure Release \alve Ensures User Safety.
+ Stenilization Emor Indication ; Error Alarm and Message in Case of Power Failure and Temperature Eror

# Note/ When Autoclaving, Loosen Off the PP Screwcap//

L. Recorder-type

(Built-in Recorder)

<M1
“MaXterile 47TR" | “MaXterile 60R" “MaXterile B0R" | “MaXterile 100R"
Max. 47Lit Max. 60Lit Max. 80Lit Manc. 100Lit

1000 Sterilization Cycle Data / Roll

Thermal Print Recorder with 1 Record Paper Roll ; w58 * @40mm

(Date, Temperature, Pressure, Time, Error Status, etc.)

SRR E'&-m =E ?v?m“f::td;: el 4 | “MaXterile47” | “MaXterile 60” | “MaXterile 80 | “MaXterile 100"
3-Year Warranty  capacity a7Lit BOLit 80Lit 100Lit
I. Recorder-type, “MaXterile 80R” Temp Range & Accuracy Room Temp +5T~132T, +05T at121¢C
With Built-in Chart Recorder Pressure & Gauge 1.2 kgflem? at 121°C /2.0 kgflem? at 132°C, 0~3 kgfiem?
Sterilization Mode Solid- or Liquid-mode, Chosen by a Customer
Heating Power/Consumption ZKW JW 2K\W 2 2K\ 2
CE N Timer & Alarm 80 min, Error status & Timer-end
Lever-type Sliding Door Display Digital LCD with Back-Light Function
r Controller Digital Fuzzy-Control System (Fully Automatic)
Door & Closing System Lever-Type Sliding Door / Safety Electronic Door Closing System
Safety Circuit Over-Tempd-Pressure/-Current Protection, Sensor Error Detechion
Material Pressure Vessel-Stainless-steell # 304), External-Powder Coated steel
— Basket (Included) 2 Stainless-steel Wire Basket
ﬁ Ihﬂ:‘ﬂ.‘ Basket Dimension (mm) b 270 = h240 320+ h240 ¢ 370 = h240 420 * h240
3 Teme Dimension |Inner(mm) | @®300<h670 | 350%h650 | @400<h650 | @450xh630
(wxdxh) |Outer (mm) | 7004701080 | 7004701080 | 810580 1140 | 8105801140
Net Weight (kg) 107kg 110kg 155kg 155kg
Packing Size (mm) 840 =810 h1,252mm 950 * 730> h1,352mm
Gross Weight (kg) 117kg 120kg 170kg 170kg
en— 1 Phase - AC 120V, 60Hz or
£ Electric Reqs. bl “AG 730V S0hb0tz
' 3 Phase with Terminal Block
L Firdtine 230V | DHWACR2047P | DH.WACR2060P | DH.WACR2080P | DH.WACR2100P
Cat. No. 120v | DH.WACR1047P | DH.WACR1060P | DH.WACR1080P | DH.WACR1100P
JPhase - DHWACR3080P | DH.WACR3I100P
_’ Price, Each. W
230V | DH.WACOS047P | DH.WACOS5060P | DH.WACO05080P | DH.WACO5100P
IL Standard-type
W Cat. No. 120V | DH.WACO&E047P | DH.WACO06060P | DH.WACO0&080P | DH.WACO0&100P
3-Year Warranty . JPhase - DH.WACO7T080P | DH.WACOT100P
II. Standard-type, “MaXterile 80” uVioni Rh; o , 1
Without Recorder « Other Specifications are available upon Customer's Request, # RoEHT
(1) Spare Thermal Paper Roll for Recorder Ea. Price, W
DHWACRS004 Thermal Paper for Recording Printer, 4 * Paper Roll(w58 @ 40mm) | |
for 1000 Sterilization Cycle Data / Roll
I . Accessories for “STE-AM” « “STE-ALD” - “STE-ALN" Autoclaves
{L1>»
(1) Spare Wire Basket, Stainless-steel Ea. Price, W
DH.Bas71A Wire Basket, ¢330 < h195mm, “BasT1A", for 47 Lit
DH.Bas72A , @330 % h285mm, “BasT2A", for 59 Lit
DH.Bas73A ., @430 < h215mm, “BasT3A", for 79 Lit
DH.Bas74A , @430+ h280mm, “BasT4A", for 100 Lit
(1) Wire Basket  (3) Perforated Bottom A » LU
Stainless-steel  Basket Stainless-stee] PH-AR1 Dot-type Recorder 1 Paper Roll for 1000 Steriliztion Cycle Data
(Included) (Optional) DH.AR2 Ribbon Cartridge for Dot-type Recorder
DH.AR3 Paper Roll for Dot-type Recorder, wS7mm = ¢ 35mm
- (3) Optional Perforated Bottom Basket, Stainless-steel Ea. Price, W
DH.Bas71AP Basket, 330> h195mm, “BasT1AP", for 47 Lit
B - % . DH.Bas72AP . @330 % h285mm, “BasT2AP”, for 59 Lit
. DH.Bas73AP , @430 h215mm, “Bas73AP", for 79 Lit
(2) Dot-type Ribbon Paper Roll for DH.BasT4AP , @430 % h280mm, “"BasT4AP", for 100 Lit
Recorder Cartridge Dot-type
“ERC-09B" Recorder
IT. Accessories for “Maxterile™" Autoclaves
(4) Spare Wire Basket, Stainless-steel L
Ea. Price, W
SL.Bas7011 Wire Basket, @270 * h240mm, “Bas7011”, for 47 Lit , “MaXterile 47 & 47R”
SL.Bas7012 . @320 h240mm, “Bas7012", for 60 Lit , “MaXterile 60 & 60R"
SL.Bas7013 @370 h240mm, “Bas7013", for 80 Lit , “MaXterile 80 & 80R"
SL.Bas7014 . @420 * h240mm, “Bas7014”, for 100 Lit, “MaXterile 100 & 100R”
(5) Optional Perforated Bottom Basket, Stainless-steel :
(4) Wire Basket 5) Perforated Bottom Ea. Price, W
Stainless-steel Basket Stainless-steel  DH.WAC20047  Basket, ¢ 270 »h250mm, “WAC20047", for 47 Lit , “MaXterile 47 & 4TR”
(Included) (Optional) DH.WAC20060 . 2320 < h250mm, “WAC20060", for 60 Lit , “MaXterile 60 & 60R”
DH.WAC20080 , @370 h250mm, “WAC20080", for 80 Lit , “MaXterile 80 & 80R”
DH.WAC20100 . 2420 % h250mm, “WAC20100”, for 100 Lit, “MaXterile 100 & 100R"
“Maxterile™" Autoclave with Validation (1Q, OQ) Service :
Ea. Price, W
DH.WAC30047  Validation Service(IQ, OQ), with “MaXterile 47"
DH.WAC30060 , with “MaXterile 60"
DH.WAC30080 , with “MaXterile 80"
DH.WAC30100 . with “MaXterile 100™
DHWACRO047  Validation Service(1Q, OQ), with “MaXterile 47R"
DH.WACRO060 . with “MaXterile GOR™
DH.WACRO080 . with “MaXterile 80R™
DH.WACRO100 . with “MaXterile 100R”




